
Stator

Ignition

Sensor Inputs

Fuel Injection

System top
 

center
 

bottom

top
 

center
 

bottom
Sensor 5V Supply
(TPS, Oil & Water Pressure)
 

Analog Ground
 

Water Pressure 
(CANbus)
 

Water in Fuel
 

Cyl. Head Temp 
  

Intake Air Temp
 

Oil Pressure
 

TPS
 

CPS
 

CPS

Tachometer
 

Check Eng
 

Ground
 

Low Oil
 

No Oil
 

Overheat

SystemCheck 

Stop Circuit
 

Start Circuit
 

Ground
 

Switched B+
12 Volt
 

Fused B+
12 Volt
 

Bootstrap

Key Switch

Pumps

Fuel 
  (90° V6 Models 2008 & up)
 

 Fuel 
  (V4/V6 Models)
 

Fuel 
  (Inline Models)
 

Oil

55 Volt
 

Ground (NEG)
 

12 Volt (B+)
 

Starter Solenoid 
(V-models only)

CANbus

CAN Source
 

CAN Common
 

CAN High
 

CAN Low

Trim & Tilt

Up
 

Down
 

Sender

Valves

Water Valve - 55 V 
   (Inline Models)

Exhaust Valve - 12 V 
(V4 Models)

Exhaust Valve - Gnd 
(V4 Models)
 

Exhaust Valve 
(V4 Models)

Exhaust Valve 
(V4 Models)

(Yellow)

(Orange)

(Brown)

(Yellow/White)

(Orange/White)

(Brown/White)

(Gray)

(Tan/Orange)

(Black)

(Tan/Black)

(Tan/Yellow)

(Tan)

(Black/Yellow)

(Yellow/Red)

(Black)

(Purple)

(Red/Purple)

(Black/Orange)

(White/Red)

(Black)

(Red)

(Brown/White)

(Pink/Black)

(Pink/Green)

(Pink)

(Red)

(Green)

(White)

(Yellow)

(Tan/White)

(Pink/Blue)

(Black)

(Red)

(Black)

(White)

(Blue)

(Orange/Blue)

(Orange/Purple)

(Orange/Green)

(Blue)

(Purple)

(Green)

(Purple/Black)

(Red/White)

(Brown)

(Blue)

(Blue/Red)

(Purple/Black)

(Blue/Black)

(Blue/White)

(Green/White)

(White/Tan)

(Red/Purple)

(Black)
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